LIST OF REFERENCES - BWE BOILERS

LOW-NOx BURNERS,
CORNER FIRED

Power plant Owner Country Fuel Capacity No of Size NOx Comm.
burners

MWe MWt mg/M) Year
Avedgre 2° Dong Energy Denmark Gas/Qil/Coal/ Wood Dust 375 16 65 160 2014
Avedgre 22 Energy E2 Denmark Wood Dust 375 16 48 160 2003
Avedgre 2' Energy E2 Denmark Gas/Oil 375 16 57 60 2001
Dolna Odra 7 Zespol Electroplownia Poland Coal/Oil 200 20 36 <160 1999
Dolna Odra 8 Zespol Electroplownia Poland Coal/Qil 200 20 36 <160 1999
Nordjylland 3 Elsam Denmark Coal/Qil 420 16 69 170 1998
Dolna Odra 1 Zespol Electroplownia Poland Coal/Qil 200 20 36 <160 1997
Dolna Odra 2 Zespol Electroplownia Poland Coal/Qil 200 20 36 <160 1997
Skeerbaek 3 Elsam Denmark Gas/Oil 420 16 57 50 1997
Dolna Odra 5 Zespol Electroplownia Poland Coal/Oil 200 20 36 135-160 1994
Dolna Odra 6 Zespol Electroplownia Poland Coal/Qil 200 20 36 135-160 1994
Vésterds 4 Vésterds Stads KV Sweden Coal/Qil 275 16 35 220 1991
Fyn 7 Elsam Denmark Coal/Qil 450 16 75 145 1991
Walsum 9 Steag Germany Coal/Qil 410 16 60 175 1990
Ruien 5 Electrabel Belgium Coal/Gas/Oil 300 16 40 330 1987
") New plant

2!
3

Conversion to wood dust on 12 burners
Conversion to firing (wood or coal) on 16 burners
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